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POWER
 ▶ 220 Volt
 ▶ 200 Amp
 ▶ 2-Phase (110 Volt, 100 Amp Per Leg)

DIMENSIONS
 ▶ Truck (B-Unit)

             - 30’ Long 
             - 9’ 6” Wide

             - 10’ 10” Tall

 ▶ Trailer (RMU-1)
             - 28’ Long 
             - 9’ 6” Wide 

             - 9’ 10” Tall 
  TOTAL LENGTH: 58’

MONITORS
 ▶ (2) 48” - front
 ▶ (2) 55” - side

COMMUNICATIONS
 ▶ (1)   RTS ODIN
 ▶ (10) RTS Wireless Romeo Beltpacks
 ▶ (6)  RTS Wired Digital Beltpacks
 ▶ (4)  RTS AP-1800 Antenna
 ▶ (1)   RTS KP 5032
 ▶ (1)   RTS KP 32
 ▶ (1)   RTS KP 4016
 ▶ (1)   Unity Connect

 ▶ (16) RVON Channels

AUDIO
 ▶ (1)  Yamaha NY64D TF-RACK
 ▶ (1)  Yamaha 3224D RIOBOX
 ▶ (1)  Yamaha 1608 RIO
 ▶ (1)  Shure ULXD4Q Wireless Receiver
 ▶ (1)  Ferrofish A32
 ▶ (1)  Mac Mini with Dante Virtual Soundcard
 ▶ (1)  Glensound Inferno Commentator Box
 ▶ (2) Glensound Miniferno Commentator Box
 ▶ (5)  Sennheiser 416 Shotgun Mics
 ▶ (5)  Sennheiser HMD 26-11 Headsets
 ▶ (2)  Handheld GLX-dMics
 ▶ (10) Icemics AKG PCC160 PZM

LENS*
 ▶ (1)  Canon SuperDigi 23x
 ▶ (2) Canon SuperDigi 95x
 ▶ (6) Canon SuperDigi 100x
 ▶ (2) Canon 11x
 ▶ (2) Canon 14x
 ▶ (1) Canon 17x
 ▶ (1) Canon 22x

*Total lens compliment is shared among RMU-1 and
RMU-2. Lens count listed is the maximum quantity available.

CAMERAS
 ▶ (6) Grass Valley WorldCam 86
 ▶ (4) JVC PTZ
 ▶ (2) Marshall 503wp POVs (with 4mm or 2.3mm 

lens)
 ▶ (2) Marshall 1060 POVs (with 50mm and 100mm 

lens)

TRANSMISSIONS
 ▶ (12) Outbound Video Paths
 ▶ (4) Inbound Video Paths
 ▶ (16) Embedded Audio Paths
 ▶ (64) Bidirectional IP Audio Paths
 ▶ (40×40) Video Router with Patching
 ▶ Fiber to SDI
 ▶ SDI to Fiber
 ▶ (2) Video Standards Converters
 ▶ Video Recorder
 ▶ (4) Frame Syncs
 ▶ Multi Viewers, 16-Channel

Call us for assistance:

866-494-1208
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